Checking Daylight Savings on IT1600 Time Clock

The following steps must be completed in advance the Daylight Savings Time change date to ensure the clock is set to appropriately adjust for the time change.

Poll the clock from the Task List of the Infotronics software.

Perform the remainder of this procedure at the time clock.

Swipe the supervisor enable badge.  If badge is not available, unplug clock, plug back in & immediately type in 19 clear 05.

Clock will display FWD/BACK/ENTER



     TIME
Press the Left Arrow key ( (or F3) until you see INSTALL.

Press the Down Arrow key ( (or F2) one time.

Press the Left Arrow key ( (or F3) until you see UNIT
Press the Down Arrow key ( (or F2) one time.

Press the Left Arrow key ( (or F3) until you see DS ON
This needs to be set to the number 10.  Change the number by pressing 10 on the clock 
keypad.  

Press the Left Arrow key ( (or F3) until you see DS OFF
This should be showing the number 44.  If the clock is not showing the correct number in the DS OFF, change the number by pressing 44.  

Press the Up Arrow key ( until it goes back to the date and time on the clock display.

CALLS TO TECH SUPPORT REGARDING THE ABOVE STEPS IS PROVIDED FREE OF CHARGE TO CUSTOMERS WITH AN ACTIVE MAINTENANCE AGREEMENT ONLY.

