Checking Daylight Savings on IT900 Time Clock with
Attendance Professional and Attendance for Windows

IMPORTANT NOTE:  The following steps must be completed as soon as possible to ensure the clock is set to appropriately adjust for the Daylight Savings Time change.

Poll the clock from the Task List of the Infotronics software.

Perform the remainder of this procedure at the time clock.

Swipe the supervisor enable badge.  If badge is not available, press the F1 and F3 keys simultaneously.  Type 1905 and press ( Enter. (The 1905 will not appear on the display.)
Clock will display something similar to the following:

01/00/1000/00/00/501

12:45/03.03.00/10441
(The cursor will be positioned under the first character of the first line.  You can move across these characters by pressing the F1 key to move backward and the F3 key to move forward.)

Referencing the example above, do the following:

1. Press the F1 key to move back to the last group of 5 characters on the bottom line.

2. This set of numbers should read  10441.  If a number needs to be changed, move the curser to the incorrect number and press the correct number key one time. 

3. Press the ( Enter key to return to date and time.

This configuration confirms that the clock’s time will correctly adjust for the change in time.

CALLS TO TECH SUPPORT REGARDING THE ABOVE STEPS IS PROVIDED FREE OF CHARGE TO CUSTOMERS WITH AN ACTIVE MAINTENANCE AGREEMENT ONLY.

I:\Hardware Docs\IT900 Clock\IT900 DST.doc

3/4/10


